
DETAILED NOTICE  INVITING  e-TENDERS 
 

    Sr.Executive Engineer, Township Division, B.B.M.B. Sundernagar Distt. Mandi (HP) 

invites item-rate sealed tenders, in prescribed form for carrying out the following works on through rates, on work 

order basis, from Central / State Govt. / B.B.M.B. registered contractors / Co-operative Labour & Construction 

Societies of appropriate class, up to 28.6.2017  at  3.00 P.M. and will be opened on the same day at  3.30 P.M.  in 

the office of the undersigned in the presence of tenderers or their  authorized representative, if any, desires to be 

present. The Tender should be submitted online before the stipulated time and last date prescribed. Prospective 

Contractors are advised to register themselves with Service provider M/S e-Procurement Technologies Ltd. (abc 

Procure).  

    In case of holiday on the opening date, the tenders will be opened on next working day as 

per same schedule of timings. Earnest money and cost of tender enclosed in sealed envelops super scribed “N.I.T. 

No. 10/17-18.” Should be submitted  physically before the opening of tender. 

 

 

N.I.T. No.  

 

Name of Work 

 

 

Approx  

Cost  

 

Earnest 

Money 

 

 

Time 

Period 

 

 

Date of Opening 

of Tender 

10/17-18 White Washing, Distempering, 

Snowcem and SE Paint in 70 nos. S-

2, 70 nos. S-3 & 20 No. S-4 type 

quarters in BBMB, Colony 

Sundernagar. 

Rs: 12.51 

Lac 

   Rs:25100/- 

 

5 

Months 

28.6.2017 

 

1. Detailed NIT/ Design /Specifications and Term and conditions can be seen in the office of 

             Undersigned on any working day during working hours.   

2.     Earnest money shall be in shape of Demand Draft of any scheduled Bank drawn in favour     Of  Sr. 

Accounts  Officer, B.B.M.B., Sundernagar and payable at Sundernagar.   

3.          The Societies will be considered at par with the Contactor in respect of earnest money to be 

             deposited. 

4.i) Tender form shall only be issued on the presentation of following documents alongwith the application for   

tender form. 

ii) Attested photo copy of PAN. 

iii) Attested copy of registration as contractor of appropriate class. 

iv) The contractor belonging to HP State is required to have registration of sale tax with HP Govt and has 

to produce attested copy of registration.  

v) Proof of experience and capacity of handling similar work of such magnitude (Attach original/ 

attested copy of Performance certificate issued by the concerned Engineer-in-charge.)   

vi) Affidavit to the effect that (i) none of the Contractors relative is working in BBMB. (ii)  That 

contractor has never been black listed. 

                     Sr.Executive Engineer , 

Township division, BBMB, 

                                                                                                                                         Sundernagar Township, 

Distt. Mandi. (HP )Pin - 175019 

( Fax No. 01907-262371) 

( Telephone No. 01907-262374) 

 

 

 



 

 

TENDER  FORM 

                                                                                                                                         

Name of Work:   White Washing, Distempering, Snowcem and SE Paint in 70 nos. S-2, 70 nos. S-3 & 

20 No. S-4 type quarters in BBMB, Colony Sundernagar. 

 

 Time Limit       :  5 Months.                              . 

Sr. 

No. 
Description of Work. 

Unit. Qty. Rate tendered per (in 

fig and words). 

1. White washing (one coat)  Sqm. 21010.00  

2. Distempering with Acrylic washable oil bound 

Distemper (of approved manufacture) one coat 

over one priming coat on old distempered surface.  

Sqm. 21695.00  

3. Finishing walls with exterior decorative cement 

based such as snowecem, robbiacem etc. on old 

work one coat to give an even shade.  

Sqm. 9824.00  

4. Painting one coat with synthetic enamel paint in 

all shades on old wood work or metallic or 

Plastered or concrete surfaces to give an even 

shade including rubbing down old paint.  

(a) With special quality paint.  

Sqm. 8990.00  

Terms and Conditions:-  

1. The work will be got done against work order on through rates. 

2. Good quality material (ISI Marked) or as approved by the Engineer- in-Charge will be      

allowed to be used. 

3. Other terms and conditions are as per Annexure I and II. 

I, _________________________________, have read all terms and conditions of the above said 

work and I am willing to execute the work.     

                                                                          

  Signature of         

Contractor_______________    

Address: __________________ 



TERM & CONDITIONS 

 
1. The reputed financially sound  and  eligible contractors dully registered with the 

State/Central PWD Railways MES and other such public sectors Enterprises, who have 

the experience and capacity of handling the work of such magnitude need only to give 

tender dully supported with the works handled by them to fulfil pre-condition of issue of  

Tender documents. 

 

2. The labour and Co-operative (L&C) Societies must also produce a certificate duly 

numbered and signed by  the registrar co- operative Society to show  that: 

 

i) The society is in existence and holds good reputation and there is no complaint 

against it. 

           

ii)   The society has financial capacity for execution of the work. 

 

iii)   the Society should produce list of works executed by them  in BBMB State/Central, 

PWD, Railways, MES and other such public sector Enterprises/Autonomous bodies and a 

certificate from  the concerned office regarding the satisfactory performance from 

Engineer-in Charge concerned and fulfill the pre condition of issue of Tender document. 

 

3  The Tender documents can be had/downloaded  upto  16.00 hrs: on 27.6.2017 Date 

from the office of /website at the cost of Rs. (1000/-) One t housand onl y (non 

Refundable) (in the shape of Demand Draft) against written request alongwith the 

following document:- 

 

i)Latest Income Tax Return /PAN Copy  

ii)Partnership Deed or Registration certification of the firm or company as the case may be. 

iii) Copy of valid enlistment of contractor in the respective class/amount from 

State/Central, PWD, Railways, MES and other such public sector Enterprises, 

Autonomous bodies etc. for civil works. 

iv) Power of Attorney as required under rule for joint venture. 

v) List of works executed with cost. 

vi)   The contractor /L&C society should not have been black listed by any State Govt. 

Department /Central Government Department, MES, Railways, PSEs etc. 

vii)  Service Tax /GST registration, if applicable. 

viii)  Allotted EPF CODE Number from Employee Provident Fund Commissioner, and 

latest copy of Challan of deposit of EPF of the Employees, if applicable. 



 

4  The earnest money amounting to Rs.25100/- only in the shape of Bank guarantee/Bank 

draft drawn on any scheduled bank payable at  Sundernagar in favor of Sr. Accounts 

Officer, BBMB, Sundernagar must be attached /deposited with tender. The tender 

without earnest money will not be considered. The earnest money in any other form will 

not be accepted. 

 

5. The earnest money shall be returned to the unsuccessful bidder after approval of the 

Tender. 

 

6.  Co.-Operative Societies shall be considered at par with other contractors for the purpose of 

depositing  earnest money etc. 

 

7.  Conditional Tenders or tender received late or tenders submitted by e-mail /through fax or 

incomplete tenders will be rejected out rightly without assigning any reason. 

 

8  Detailed NIT/Design/Quantities/Specification/any other information can be seen in the 

office of Senior Executive Engineer, Township Division, BBMB, Sundernagar on any 

working day during working hours. 

 

9.  Acceptance of tender is subject to the approval of the competent authority and BBMB also 

reserve the right to reject any or all of the tenders received without the assignment of any 

reason. 

 

10  The tender/ quotation/rates quoted for the work shall remain valid for a period of 120 days 

from the date of opening of the tender. 

 

11.  The earnest money furnished by the successful bidder, on whom the order is placed, shall 

be converted into security deposit as a guarantee for faithful and satisfactory execution of 

the contract. Security deposits not claimed with in three year from the date of  the 

completion of contract shall be treated as “Lapsed Deposit” and no claim for a refund 

thereof shall be entertained from the contractor except under very special circumstances 

and for good and valid reasons. 

 

12. The earnest money/security deposit taken from the firms/tenderer shall be forfeited under the 

following circumstances. 

 

a     If the tenderer withdraws his tender at any stage during the currency of his validity 

period, shall earnest money stand forfeited in full. 

 

b.    If the acceptance of tender has been issued but the contractor refuse to comply with it, 

the earnest money deposited by him shall be forfeited in full, irrespective of the fact 

whether the BBMB sustains any loss on account of his default or not. This forfeiture shall 

be without prejudice to the right of the BBMB to claim any other damage as admissible 

under the law as well as to take such executive action against the contractor as blacklisting 

etc. 



 

c.     Where the tender has been accepted but the contractor stops the work after partially 

fulfilling the work order, the security deposit shall be retained and adjusted against any loss 

that may be caused to BBMB through work being got completed from alternative source at 

the contractor risk and cost and or any other damage recoverable from the contractor under 

the term of work order. 

 

d.     In the event of a breach of work order in any manner, the security deposit shall be 

forfeited and adjusted against the claim of  the BBMB on the contractor for any damage or 

for any loss sustained by the BBMB on account of such breach. 

 

e.   In the event of non compliance of removal of defects within defect liability period. 

 

13.  The work shall be completed within Five months .However under any unavoidable 

circumstances necessary permission to extend the period shall have to be specifically 

obtained by the executing agency from the competent authority i.e. tender approving 

authority of BBMB. 

 

14.  The rates given in the schedule of rates are for finished work inclusive of lead, lift and 

octroi charges, Sales Tax and other local Taxes, entry tax etc. Service Tax, if applicable 

shall be reimbursed to contractor on production of actual payment receipt. 

 

15  No claim on account of fluctuation in prices due to war or any other cause or act of god or 

disturbances/Bunds/Strikes will be considered. Similarly the department will not be 

responsible for any loss/damages to the material or structure due to the above reasons . No 

compensation will be paid for the same. 

 

16. For CSR item percentage (%) above or below the Zonal Premium should be quoted for 

non schedule item –Items rates should be quoted by  the contractor contained in the list 

attached with  tender form. Rates should be quoted strictly in metric units. Any other 

unforeseen/non schedule item should be executed at site until the analysis of rates for 

such item is approved by the competent authority. Any other item not appearing in the 

detailed NIT but covered under the Punjab CSR -2010 will be paid as per rates given in 

Punjab CSR + Sanctioned Zonal premium as applicable on the date of opening of tender+ 

tendered premium/abatement quoted by the agency. 

 

17  The percentage tendered premium/abatement shall be added to/sub traced-from zonal 

ceiling premium only ,irrespective of the manner the contractor quote his rates, whether 

with or without the word “Z.P.” The percentage so arrived at shall be applicable to the 

basic rates printed in the Punjab CSR. 

 

18  Before tendering, the contractor is advised in his own interest to visit the site and 

acquaint himself  with the site condition .Later on no claim will be entertained on any 

account whatsoever. 

 



19  The Competent Authority reserve the right to split/allot part work to any willing 

contractor /Society at the general approved rates taking into account the 

capacity/capability of the contractor /society. Even after allotment of work ,if it is found 

that capacity of the contractor is not adequate and the agency fails to gear up the progress 

after repeated instructions of the department, the competent authority reserve the right to 

cancel the work as a whole or to take away any item of work or any part thereof at any 

stage during the execution of work, currency of the work order and re-allot it to another 

agency with due notice to the contractor without liability of any compensation. 

 

20  The quantities as given in the estimate/tender form are approximate and only for   the 

guidance of the contractors and not for any claim etc. The quantity of work can be 

increased/decreased or any item of work can be withdrawn/added to and no claim on this 

account shall be entertained. 

 

21  The Engineer-in-charge has the right to change the design and specification during the 

execution of the work and rate will be that work under execution. 

 

22.  100% payment shall be made within 30 days after completion/acceptance of the work 

and actual measurement. However, running payments maximum once in a month, if 

desired by the contractor on submission of bill can be allowed. All running payments 

shall be treated as advance payments and any excess payment made to the contractor 

inadvertently or otherwise for this work or any other work shall be deducted from any 

payment what-so-ever payable by the department to the contractor. 

 

23.  10% security shall be deducted from the running bills for work done by the 

contractor/Societies, the same shall be refunded after six months of the final payment of 

bill or on completion of defect liability period whichever is later. 

 

24.  The Income tax, sale tax or any other tax i.e. work contract tax and labour welfare cess, 

as leviable will be deducted from the bill as per rules. Service Tax if applicable shall be 

reimbursed to contractor on the production of documentary evidence, before finalization 

of bill . 

 

25  The work should not be assigned to other party or Sublette without the written approval 

of the department. In case, it is done, the work order will be terminated on its merits and 

the contractor will not have any claim of any sort regarding arrangement of man 

power/material, machinery etc. 

 

26.  None can bid on behalf of the other person unless he holds the power of attorney  or has 

letter of authority to that effect. In case the tenderer is other than individual i.e. firm, 

company etc. the tender will be supported with the document having authority for the 

purpose. 

 

27.  Any person or agency found engaged in cartelization will be debarred from participating 

in the process of tendering. 

 



28  The contractor shall be responsible to provide at his own cost the following amenities for 

the labour employed by him:- 

(i)  Suitable temporary huts accommodation as in the opinion of the Officer in charge of 

the work may be necessary. 

ii     Trench Latrines bathing enclosures and platforms separately for men and women and 

their regular cleanliness to the satisfaction of the office-in-charge. 

iii    Clean drinking water. 

iv   safety equipment and first aid 

v    The contractor will be held responsible, if any accident of his labour occurs at site of 

work. 

Note:-  No labour will be allowed to reside at the site of the work without the approval of 

Engineer-in-Charge. 

   

29.  Fair wages clause as well as Punjab Public works labour regulations shall be binding on 

the contractor and he will strictly follow the terms and conditions laid therein. The 

contractor has to ensure that the payment to their workers be made through bank accounts 

on time and for the same he has to provide the under taking with his bill. 

30.  It will be the responsibility of contractor to ensure that BBMB property including trees, 

structures etc.at site or in the labour camp and in the vicinity thereof are not damaged by 

negligence of his labour or agent cost of such damages ,if any will be assessed by the 

Engineer-in-Charge and deducted from the bill of  the contractor. 

31.  Contractor shall make his own arrangement for the watch and ward of his plant and 

machinery etc.at site of work 

32.  All residuary matters, not specifically covered by the provisions of work order, shall be 

regulated in accordance with the rules of Punjab PWD Code/BBMB purchase procedure. 

33  Cement required for construction will be supplied to the contractor at the CSR rates 

applicable on the date of opening of tender + C.P. and in case department does not supply 

the cement, the contractor will arrange cement at his own label. No charge for carriage of 

the said material will be paid. The contractor will take the material against the signature 

on indents/Register. After the delivery of the material from stores, the contractor will be 

responsible for the security and safe custody of material and for keeping it in good 

condition at his own cost till it is consumed on the work or returned to the store. (Not 

Applicable) 

Cement Rs.    per bag of 50 kg (including cost of E.C. bag)  

Note: 



i   In addition to the above mentioned issue rates of materials, storage charges @ 3% or 

any other charges as per Punjab CSR/sanctioned zonal premium shall be charged etc. 

ii    The recovery as per sanctioned  zonal premium operative currently and the same shall 

be revised according to the sanctioned zonal premium of the concerned zone. In case it is 

further revised on or before the date of the opening of  tender shall be binding upon 

Contractor/ societies. 

34.  In case of labour rate tender, material will be supplied free of cost on the above condition 

at work site. 

34-A  Excess/short consumption of the material will be dealt with as per chapter 27 of the Pb. 

PWD specification 2013 read with chapter 27 of the Pb. CSR -2010 both amended up to 

date. The panel rate quoted in the above chapters will be double the issue rate of the 

material indicated under clause 33 supra. 

35.  A list of Govt. issued material (if any) remaining surplus with the contractor shall be 

supplied by him to the Engineer-in-Charge of the work within ten days of the completion 

of  the work. The Engineer-in-Charge shall give a notice in writing and advice to the 

contractor for the materials accepted for return and shall fix reasonable time limit for its 

carriage by the contractor to the department stores. If the contractor fails to do so within 

the specified time it shall be got done by the Engineer-in-charge at the risk and cost of 

contractor. In case he fails to furnish the afore- mentioned list, it would be presumed that 

he has no such surplus material left at site. 

36   The contractor shall be responsible for the removal of all such debris as has been created 

by the work allotted to him from the site of work to specified place at contractor cost. No 

extra payment for removal, loading, Un-loading and disposal of debris within the above 

limits will be made. In case the agency fails to remove and dispose off the debris, it will 

be got removed by the department at the contractors. Cost and no claim regarding the 

department having spent excessive amount on the removal of the debris shall be 

entertained. 

37.  Earth required by the contractor shall be brought only from the borrow areas duly 

approved by Engineer-in-charge. (Not Applicable) 

38  Surplus earth as a result of excavation of foundations shall be disposed off as per 

approval of the Engineer-in-Charge. No earth as excavated shall be sold by the contractor 

to private parties nor removed otherwise. (Not Applicable) 

39.  All cement concrete, whether plain or reinforced shall be poured with Mechanical 

vibrator after mixing in a mechanical Mixer unless otherwise specified or directed by the 

Engineer-in –charge. It shall be the sole responsibility of the contractor himself to arrange 

for the concrete mixer and vibrator at his own cost. (Not Applicable) 

40  The work will be executed as per PWD.  Specification -2013/Punjab common schedule of 

rates of any other amendment up to date and as per contract Agreement specification to 



the entire satisfaction of Engineer-in-charge. Common schedule of rates (CSR) shall be 

Punjab common schedule of rates up to date amendment including sanctioned zonal 

premium (including issue rate of material) declared up to the date of opening the tenders. 

Even though all the works and materials necessary to satisfactory completion of the 

works may not be detailed in the specifications and schedules, their costs will be 

considered to be with in the contract and no claim for extra charges will be accepted, 

provided that there is no substantial revision in the specifications of the work in which 

the consequential charges in price shall be on the already approved rates after approval by 

the competent/sanctioning authority. 

41.  The quality of material to be used for the work(S) by the contractor shall be got approved 

from the department prior to starting of the work(s). 

42.  The quality of work shall be prime essence of the contract and no compromise 

whatsoever in this regard will be acceptable. 

43  The Engineer-in Charge will bring into the notice of contractor if any defect is found 

during execution. Such action of the Engineer-in-charge shall not affect the contractor’s 

responsibility. The Engineer-in-charge can instruct the contractor to uncover and test any 

work that Engineer-in-charge considers that it may be defective. Whereas such notice of 

defect is given, The contractor shall correct the same within stipulated time failing which 

defect shall not be got removed at contractor’s risk and cost will be recovered from 

contractor’s bill /security. 

44.  If the Engineer-in charge instruct the contractor to carry out a test specified in the 

specifications to check whether any work has a defect, the contractor shall pay for the 

test/and any sample cost etc. 

45.  If the Engineer-in-charge instruct the contractor to carry out a test not specified in the 

specifications to check whether any work has a defect and the test shows that it has, the 

contractor shall pay for the test/and any sample cost etc. 

46  The Engineer-in-charge shall give notice to the contractor about of any defect before and 

prior to the end of defects liability period, which beings at completion and is defined in 

the contract data. The defect liability period shall be extended further so long as defects 

remain to be rectified/set right. 

47. Whenever a notice to a defect is given, the contractor shall correct the notified defect 

within the prescribed time limit specified by the Engineer-in –charge in notice. 

48.  Un corrected  defects : in event of the contractor failing to remedify  the defect, or 

remove the inferior quality material that he contracted for, within a period specified by 

the Engineer-in-charge, as per notice given in this regard, then the contractor shall be 

liable to pay compensation which shall be determined by the Engineer-in-charge, 

depending in the nature of defact, provided that  it shall not exceed the amount which will 

be required to set it right, by the Engineer-in Charge by making own arrangement at 

departmental lebel or through an outside agency. 



49.  In case of any delay or short supply of the material to be supplied by departmentally, no 

claim for  any compensation shall be entertained due to interruption in the work or the 

labour thus tendered idle. However contractor shall arrange such quantity/quality of 

material/Cement as ordered by the Engineer-in-charge at his own cost at the lowest 

market rate and no recovery of cost/quantity of such material will be made from 

contractor bill. The difference of cost of material if any than the stock issue rates as 

provided in departmental rates shall be paid to the contractor. 

50.  As per decision of the Hon’ble Supreme court no over loading is to be done by  the 

contractor. If it is found that over loading material is carried by the contractor, then the 

carriage rates shall be reduced by 50% and the recovery will be made from the bill of 

contractor. Full rates shall be allowed if it is certified by the field staff that the actual 

carriage of material is within the norms and no over loading has been done. 

51  If the work is to be carried out in the restricted area, the work permits for contractor’s 

labour and material will have to be obtained by  the contractor from the BBMB. 

52.  In the event of failure of the contractor to complete the work within stipulated period, he 

shall be liable to pay as compensation an amount equal to ½ % per week, or part thereof 

subject to maximum 10% ordered value/contract value for the period of delay in 

completion. 

53.  Arrangement of water and Electric Power required by the contractor for the work shall 

be made by him at his own cost. Water charges shall be deducted from bill of contractor 

if department water is used by the contractor @ half percent of gross value of work done. 

In case electric supply is made by the department on the request of the contractor, the 

recovery of the electricity charges shall be made as per prevailing commercial rates. 

(Not Applicable) 

54. In case of any dispute between contractor and department during execution of work the 

matter shall be referred to concerned competent authority to approved the tendered 

rates/work order whose decision shall be final and binding on the contractor and 

department. 

55.  In case of any dispute between the parties, local court at Sundernagar shall  have the 

jurisdiction to settle/decide and adjudicate upon such matter. 

56.  Any material left at the site of work after a month from the completion of work shall 

become the property of the BBMB and no part payment shall be made to  the contractor 

for such material  

57.  Defects liability period will be Six months calculated from the completion date of the 

work/project. 

 

Signature of Contractor.      Sr.Executive Engineer, 



        Township Division, BBMB,  

               Sundernagar. 



TECHNICAL TERMS AND CONDITIONS 

 ANNEXURE-II 
 

1. The line for whitewashing shall be unslaked class "C'' lime (or fat lime) and shall comply  

with the PWD specification.  

2. In case of re white washing, the surface shall be cleaned down and freed from any foreign 

matter and old loose whitewash; such work being included in the rate for re- washing.  

3. If the old whitewashed surface is discolored by smoke a wash of wood-ashes and water 

shall be applied before the coat of whitewash.   

4.  Water shall be added to unslaked fat lime in a tub on the site of work until the mixture is 

of the consistency of cream, and allowed to rest for 24 to 48 hours. The mixture shall 

then be stained through coarse cloth and, to each cubic foot of it, shall be added four 

ounces of gum (4 kgs. per cubic meter) dissolved in hot water. Water shall be added at 

the rate of about one gallon per seer of lime (5 liters per kn.) to produce a milky solution.   

5. The whitewash will then be applied with a brush to the specified number of coats. Each 

coat shall consist of four strokes of the brush, one in each direction.  

6. Each coat of whitewash is to be allowed to dry and shall be inspected and passed by the 

subordinate-in-charge before applying the next. When dry, a coat of whitewash shall 

show no sign of cracking nor come off readily on the fingers when rubbed. The 

whitewash, when completed, shall form an opaque coat of uniform white colour, through 

which the old work does not show, and shall present a smooth regular surface free from 

powdery matter. 

7. The contractor shall take every precaution to prevent white wash dropping or being 

splashed on any place or thing other than the wall or the portion of a wall being 

whitewashed.  

8. The through rates for whitewashing cover the protection of all places and things, needing 

protection: and cleaning such places and things of all droppings or splashes of whitewash. 

The rates also include the provision and erection of scaffolding and ladders, which shall 

be should at both ends with gunny bags to prevent damage to walls and floors.   The 

labour rates cover the labour charges for above operations, ladders gunny bags, and water 

charges.  The work of scraping old lime wash and repairing the patches is not included in 

the rates and shall be payable separately. The rates however, include the wash of wood 

ashes and water on smoked surfaces.  The contractor shall also satisfy the Sub,-Divisional 

Officer that he is equipped with the necessary materials e.g. gunny bags, old newspapers, 

etc for the protection of floors, fixed furniture etc before commencing work. 

9. Distempering:-   Old plastered surfaces shall be thoroughly cleaned of dust grease, smoke 

etc. If previously whitewashed or colour-washed or distempered and if the previous coat 

is in a sound condition, the old coat shall not be removed. If the coating as in a 

decomposed condition, and is flaking off, it shall be taken off by rubbing down with sand 

paper, washing of completely and allowing to dry. All cracks, holes and surface defects 



shall be repaired and the surface rubbed smooth, with a sand paper and wiped clean. The 

surface shall be absolutely dry and stable before distempering is commenced.  

10. Oil-bound distemper shall be applied in one coat for old work and two coats for new 

work and when shade is to be changed, the oil-bound distemper shall. be thinned in the 

proportion by weight of 4 parts of paste with one part of cold water (or as specified by the 

manufacturer), so as to form a smooth and. uniform mixture suitable for application by 

brushing Before application, the mixture shall be well stirred to allow is water to 

incorporate properly with oil medium, and then left to settle; this prevents air bubbles. 

The appearance of the work is improved, if after mixing the distemper is strained through 

muslin. For exterior work, before thinning, ¼ pint of pale-boiled linseed oil to each 14 ib 

(0.2 liters per kg.)of oil-bound  distemper shall be added. The second coat, if required, 

shall be applied only after the, first has hardened and dried.  

11. The distemper of either type is to be applied quickly and boldly, leaving no dry edges. 

The brush is to be dipped and stroked crosswise on the wall, then immediately stroked up 

and down, and stopped. The brush shall be used lightly avoiding heavy pressure with the 

side of the brush. Two men shall work on a wall- together, one working from the ceiling 

downwards as far as he can reach and second following him applying the distemper 

below. No patchy overlaps shall be tolerated under any circumstances, Core shall be 

taken to see that the work is well covered as patches missed cannot easily be retouched 

afterwards.   

12. Before starting work, enough distemper shall be mixed to finish one room. Each .room 

shall be finished in one operate and work shall not be started in a room so late that it 

cannot be flushed the same day. 

13. Snowcem:- Cement based paints (like ' Snowcem, Robbiacem’ etc.) shall be used for 

exterior decorative work. 

14. The cement-based paint comply with PWD specifications.   

15. The surface of new walls shall he cleaned of dust and other foreign matter. Old and 

previously unpainted surfaces shall be thoroughly washed down and scrubbed well to 

remove dirt. The fungus, if present, shall be killed as specified in para 5 of the 

specification no. 16.4 for ''Painting Plastered and Concrete Surfaces." Old surfaces 

painted with ordinary oil or synthetic enamel paint shall be thoroughly scrubbed with 

wire-brushes to remove the old coats down to the original surface. While old surfaces, 

previously painted with cement-bases paints, shall be freed from dust and any loose 

flakes that might be present. If the surface is discolored with fungus, it shall he killed in 

the usual manner. All patches and cracks in the surface shall be repaired to make the 

surface smooth. The surface shall be wetted before the finishing is applied.   

16. Two parts of cement paint shall be added to one part of water and mixed a normal creamy 

consistency; care shall be taken that the paint in added to the water and not vice, versa. 

After thorough mixing, one part of water shall he further added and the mixture stirred 



well. Only sufficient quantity of paint shall be mixed which is sufficient for an hour's 

work.  

17. The solution shall be applied on the cleaned, wetted surface, working it will into the 

surface with a stiff brush. To avoid cracking and flaking, working in the sun shine shall 

be avoided, where possible. In dry weather, the surface after application shall he lightly 

sprayed with water to, keep is wet. If specified, the second coat of paint shall be applied 

the next day in the same manner.  

18. Painting;- It is of the utmost importance any surface to be painted, whether it has been 

painted previously or not, shall be suitably prepared to receive the paint. To be properly 

prepared for painting, the surface should be clean, dry and sound, not friable or unduly 

absorbent, and it should, as far as possible, have reached a stable condition. The surface 

should also be smooth enough to make it possible to produce the particular quality of 

paint finish required. The following procedure shall be adopted for preparing old painted 

surfaces: -  

 (a) Old paint work that is in a sufficiently sound condition not to require removal, shall 

be thoroughly cleaned and washed with warm water and soap powder or soap of good 

quality, substantially free from alkalis. Alter the flirt and grease have been removed, the 

work shall be thoroughly rinsed off with plenty of clean water.  

 (b) After cleaning, the surface shall be rubbed down to remove any loosened material so 

that it would be in a fit condition to receive the new paint. It is particularly important not 

to omit this rubbing down process, even when the surface appears quite sound. For 

rubbing, pumice stone   blocks or soap   stone   or   water   proof   abrasive   per stretched   

over   

 wooden block shall be used. All paint work must be rubbed down wet. There is however, 

no harm in rubbing down the paint work dry provided the paint does not contain lead. 

After rubbing down, the surface shall again be rinsed off to remove grit and loosened 

material.  

19. The first aim of applying paint should be even distribution and hence considerable 

pressure should be exerted in the early stage of application. The work should then be 

crossed once or twice, i.e., rushing alternatively in opposite directions, gradually reducing 

the pressure of the brush, until it just touches the work on the final strokes. Provided the 

paint has not been applied too heavy, the final brush marks should scarcely show. Special 

care shall be taken, so that every part of the surface (especially joints) is adequately 

covered. Fat edges shall be avoided by brushing towards the edges rather than away from 

them. Laying off (i.e. final light brushing) shall be thorough and complete otherwise 

"ladders" will show (i.e. small patches showing brush marks in the wrong direction). 

Generally, laying off shall be in the direction of the grain of wood on wood work and 

towards the light on large areas such as ceilings and walls. Certain quick drying synthetic 

finishes and flat paints have to be applied quickly and evenly and do not lend themselves 

to the brush manipulations described above. The direction of laying off, however, is the 



same. Paints shall be applied neither too quickly nor too thinly. Full time shall be allowed 

to elapse between the applications of successive coat of paint. Each coat of paint shall be 

rubbed down with fine abrasive paper before applying the next: a fit condition has been 

reached when the paint can be rubbed down without clogging the abrasive paper.  

20. Paint shall be constantly stirred while being applied. Such stirring being done with a 

smooth stick, and under no circumstances with the brush.  

21. Care shall be taken while painting to avoid damage to furniture, true floors etc., and to 

maintain general tidiness. The contractor shall remove with turpentine or any other 

approved method all stains, smears, splashing’s and droppings of every kind from floors, 

glazing, furniture and from similar situations.  

22. The through rates for painting in general include the cost of all materials, such as paints, 

brushes, abrasive paper etc., and the cost of preparation of surface, ladders, scaffolding 

and removal of all splash, droppings etc. The through rates for painting priming, coat 

include the cost of stopping, filling and knotting as well.    

23.  Subject to availability, suitable accommodation to be used for store purpose/ labour will 

be allotted   by the Divisional Officer against payment of rent under FR.45.B. 

24.    Final bill only be prepared after N.D.C.s from the S D O Commercial Sub Division 

B.B.M.B. Sundernagar and the S D O Enforcement Sub Division B.B.M.B Sundernagar 

respectively in connection with electric charges and house rent charges, are supplied by 

the contractor. 

 

 

 

Signature of Contractor. Sr. Executive Engineer,

 Township Division BBMB,

 Sundernagar (HP) 

  




